
ToileT Jack 
p increases weight capacity of a wall-mounted

toilet from 300 pounds to 1,000 pounds.

p Stabalizes and reduces leaks when installed
properly.

p  latex free.

p  Meets or exceeds guidlines for:

   aSMe/aNSi  Z124.5

   cSa/iaPMo/UPc  &  JcaHo

p  Made in the USa.

********************
p  No aSSeMBlY ReQUiReD: Straight forward

design. Quickly and easily installs right out of
the box.

p  PaTeNT PRoTecTeD: Toilet Jack mounts
discreetly under most manufacturers wall
mounted toilets, providing additional vertical
support.

p  Peace oF MiND: Made of stainless steel and
silicone in the USa. Stainless steel won't crack
or discolor and is more durable, stain, chemical
resistant, and fire resistant, than ABS, PVC, and
many other types of plastic.

p  CONVENIENCE: Specially engineered leg can be
raised (up to 2") to maintain the cleaning ability
of a wall mounted fixture.

p  available for standard height and aDa height
toilets.

APPrOVAlS:

DaTe:

FeaTUReS aND 
SPeciFicaTioNS

AL# Description

83095A Toilet Jack Leg, 4" (For Standard Height)

83095C Toilet Jack Leg, 6" (For ADA Handicap Height)

Packaging: 1 per Carton. Includes silicone for installation.

wall MoUNTeD ToileT SUPPoRT

wall MoUNTeD
ToileT SUPPoRT

PRoJecT NaMe: ______________________
locaTioN:___________________________
iDN#_________________QUaNiTY:_______
caTalog#___________________________

AL# 83095 ToileT Jack:
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